
PE 4 DRUM  
BUNDED WORKFLOOR

DATA SHEET

 ADDITIONAL INFORMATION

Transport:	 No	specific	regulation,	inert	properties.

Security:	 No	specific	risk.	For	further	information	please	refer	to	the	Material	Safety		

Storage:		 Store	in	a	dry	place.

Disposal:	 Liquids	must	be	disposed	of	in	compliance	with	the	absorbed	liquid		
	 destruction	Regulation.

EXPERTS IN  
SPILL CONTROL

PRODUCTS

Be spill prepared not ill prepared
	Ecospill	Limited	|	Aldwarke	Business	Park	|	Unit	7A	‑7E	Waddington	Way	|	Rotherham	S65	3SH
	Tel:	01709	542259	|	Fax:	01709540122	|	www.ecospill.org.uk	|	www.dirteeze.com
	Don’t	forget	to	follow	us	on	Twitter	@Ecospillltd

PRODUCT

A	low	profile	4‑drum	sump	floor	is	only	150mm	high	moulded	from	medium	density	polyethylene	that	
can	be	used	as	a	stand‑alone	unit	or	combined	with	others	to	create	unlimited	bunded	areas.	Units	can	
be	joined	together	with	plastic	connectors	to	inter‑link	the	sumps	and	the	injection	moulded	mesh	floor	

has	a	1000kg	static	weight	load.

Backed	by	our	3	year	guarantee.

PRODUCT NO DIMENSIONS SUMP UDL WEIGHT

P3281713 1660mm	x	1260mm	x	150mm 300	Litre 2000kg 38kg


